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The ever-increasir~ demands on the airplane during the waz,
with regard to climbing speed and ceiling, necessitated the in-
stallation of engines of constantly increased nowerj nhile the
carrying capacity and speed at a serviceable &titude did not
proportionately increase. The reason for this is to be found in
the fact that the engine power output decreases with the increase
of flying altitude. If, for instance, an airplane is still to
be able to fly at an altitude of 5 or 6 Ian.,then the engine
must be Gf about twice the powr at sea level that ‘wouldhave
been sufficient to keep the airplane,in flight in the vicinity of
the ground.

The principal reason for the falling off of the engine pow-
er is the decrease in the density of the air as the aZrplane
rises. The manner in which this occurs may be seen in Table I,**
~ich gives the average barometer pressures and temperatures dur-
ing the year, and also the relative pressures. Generally spesk-
ing, if y stands for the density of the air, [When leaving out
moisture as for every gas), and b signifies &le pressure and
t the temperature:

Y= Yo & 273
273+*;

in whioh y. = 1.293 kg/cum. the density of the air at b = 760
mm. mercury column and t = (#c.

* Scnderahdx’uckaus der Zeitschrift des Vereines deutsoher Ing-
enieure, Jahrgang 1919, Seite 995.

**Also see A. Wagner, l’Contributionszelattig to the Composition
of the Atmcsphere,~ III 1919.
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TABLE 1.

Decrease of the Air Pressure with the Increase in Altitude.

Lititude : Average : Average : Relat$ve : Average : Relative
above : air : yearly : air : density : density

Sea level : presue,: tempera- : pressure : of the : of the
. b : ture, tm: . air, y ?s alr. .
. . . . .. .

m. : mm. mer- : O(j ; ~ ikg;cu.m. i y_
. c-dry. : . b. : .4 . . Yo

.m: ;
2(300 :
3000 :
4000 :
5000 :
6000 :
7000 :
8000 :
9000 :

If the
the density

762 :
674.5 :
596 :
525.5 :
451.5 :
495 :
354.5 :
309.5 :
269.5 :
240 :

+8.’? :1 : 1.258
+3.9 : 0.885 : 1.130
“1 : ~.782 : 1.020
-5.9 ‘: C).689 : 0.914

-11.6 : 0.605 : 0.820
-16.9 : 0.533 : 0.735
-2s.’7 : 0.465 : 0.660
-31 : 9.400 : 0.595
-37’ : 3.357 : 0.532
-45 : 0.315 : 0.489

:1
: 0.90C
: 0.810
: 0.727
: 0.653
: 0.584
: 0.524
: 0.473
: 0,423
: 3.388

falling off of the engine power were de~endent upon
of the air alone, then the same relation would hold

good for b&h. This is however not generally the case. As has
been shown at the altitude experimental stations, the efficien-
cy of the usual airplane engines falls off considerably faster.
The reason for this is to be found first of all in the action
of the carburetor. The fuel supply in the carburetor does not
deorease in the s~ms degree as the might of the air inducted at
each piston stroke, the fuel mixture beoomes too rich and the
thermal efficiency is also decreased, because, With the number
of revolutions remaining the samej the no-load work of the en-
gine, which is-affected by the diminished working pressure but
little, remains almost the same; its ratio to the power output
however, increases with increased altitude. With the vezy Iom
temperature prevailing at high altitudes, the inducteciair aay
affect the formation of the mixture unfavorably when not suffio- ‘
iently heated. For a confirznationC@ the above we refer to the
performance of one of the best of the older German airplane mo-
tors* as shoi~ in the curves given in Figs. 1 and 2, in which
the power for va~ious inductionai temperatures is plotted in re-
lation to the density of the air. If the power of the motor
were proportional solely to the density, that is, the pressure
and the temperature of the outer air, then all the measured
qualities Plotted a~ainst the density of the air would result in

*~Technisohe Beriohte der Flugzeugmeisterei,” Vol.111~ 1918.
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horizontal lines, for ihstance, converted frcm b = 7W mm. bar-

Actually, however, they are curves with a marked downmrd course.
Their deviation f~cm the horizontal thus represents a means of
measuring the altitude properties of the engine.

These disadvantages of the airplane engine were of course
soon recognized; the remedy was however not introduced until a
comparatively late date. OUX adversaries were also strenuously
engaged ‘withthis question.* By improving the carbureto~s, es-
pecially the so-called altitude carburetors, the decrease of the
power was made to substantially keep pace with the decrease of
the density of the air. By raising the ratio of compression of
the engine from between 4.6 and 4.9 to 6.6, and by the improve-
ment of the thermal efficiency which was thereby brought about,
an improved adaptaticm of the airplane engine to the altitude
conditions was secured. In the vioinity of the ground the in-
take of the engine must be throttled in order to avoid self ig-
nition and excessive stress. As the airplane reaches higher al-
titudes the throttling is graduallY decreased, and at heights of
from 2 to 3 km. it finally ceases entirely, Up to this point
the engine power remains almost ths same. Another step in ad-
vance is made with engines of extra size, in which the displace-
ment of the piston is increased in comparison with ordinary en-
gines and in relation to the dimensions of the parts of the driv-
ing gear. These engines must also be throttled when near the ‘
ground in order to keep the average pistonpressure so low that
the power output doss not exceed the nominal power. The super-
compression oan also be combined with super-dimension. In this
-Y it is possible to maintain the er@inesat ELuniform pomr UP
$0 an altitude of alr&ost4 km. Beyond this point a falling off
of the power is avoided by the use of compressors of supercharg-
ers~ which will be treated in detail later.

The purpose of the compressor is to furnish the engine with
“air of sea level density, no matter what the surrounding atmos-
phere may be. Up to a certain prescribed altitude there is then
the same.pressure in front of the carburetor as that prevailing
at sea level, and for which the engin~has been built.

Three general types of compressors - reciprocal, rotarY~
and centrifugal, may be considered for this purpose. Reciprocat-
ing compressors, as far as is !mown, have never been tried as
they are too heavy and the valves are too complicated.

* Compare ‘lZeitschrift1918’:p.61, 816; Engineering, June 28
and July 5, 1918.
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Of the rotary compressors, those of the Wittig* and Roots
types as well as compressors with revolving vahes were tried,
but nothing is known as yet regarding the results. The centrif--
ugal compressor has proved the most suitable up to the present;
its construction was taken up by several factories during the
last two years of the war and brought to a high state of perfec-
tion,

The compressors are, as a rule, driven direct by the engine,
mostly at the end opposite the airsorew. It is true that this
drive ~s objected to at first as it was feared that the crank-
shaft muld be endangered by torsion vibrations. However, these
fears have so far proved unfounded. In the case of airplanes
with several engines, giant airplanes especially, the compressor
or supercharger is driven by a special engine and in that case
furnishes the air for all the engines. For the airplanes with
several engines in a central plant there is also a good solution
of the problem. In the latter ease the common supercharger can be
connected directly with the central plant. As to whether indi-
vidual superchazgers”or one common supercharger is better, also
whether the drive from the central power plant or from a special
motor is to be preferred, has not yet been decided. Each arrange-
ment has its advantages and disadvantages. With single engine
airplanes there can of course be only the direct drive frcm the
engine. With giant airplanes carrying a large service crew, the
drive from a special engine is better adapted to the air require-
ments at the various altitudes as it is then always possible to
give the compressor engine the n,,ber of revolutions correspond-
ing to the air re~irements at any given time. The comp~essor
that is &oupled with the main engine or with the central plant
has, on the contrary, always the same multiple of the number of
revolutions of the main engine; it therefore generates pressures
which are too high for the Iomr altitudea and the discharge
must be throttled. Thus the amount of energy required for the
Compressor and the temperature of the compressed air attain their
maximum near ground level, and as it is in the lower air strata
that the highest natural temperatures predominate, the compress-
ed air reaches the carburetors in a very heatqd cond’iticmat the
lower altitudes. Although experiments have shorn that most air-
plane engines can stand temperatures even above 100oC. in front
of the carburetor perfectzy w&l, at least for short periods,
neve.zthelessthis ”heati.ngof the fresh aia results in a consider-
able drop in power output. In order to compensate for the latter
and in order to generate the driving power for the compressor,
it is necessary to furnish the engine with air at “greaterpiessure
than sea:level....hiqhiqcauses an overload which is, however, un-
important for the shoxk time necessary for the take-off and for
climbing the first few thousand meters.
* Ccmpare ~Zeitschrift 1918,’tp’.6l,816; Engineering, June 28 and
July 5, 1918.



-5-

Figure 3 shows how the mq$irlemay
of fresh air under high pressure.
charging pressures ified~ately in

be overloaded by the sup-
In these experiments

front of the carburetor. . . ———. .-— .
mounted to 830, 760 and 720 m. Hg. (curves 1, 2 and 3), the
temperatures of ~he f~esh aird also directly in front of the car-
buretor, were ~ ~ and 8 , the exhaust pressure was unal-
tered, 736 mm. I; is &ident that slight pre-compressions are
sufficient to secure remarkable power increases and to provide
the extra energy for the drivimg of thesliparchugnmcbnhc-cti~ with
tinemgine.

The mistaken conception, entertained not only by aviators
but also by the engine manufacturers, that the engines ~e per-
manently overloaded by the superchargers because of the consid-
erable gain of the airplanes in climbing rate and ceiling, must
be contradicted here. As long as the pressure in front of the
carburetor is not increased above the pressure at ground level,
the engine works mechanically aridthermodynamicallyunder the
same conditions as on the test stand or in the airplane near
ground level. If, however, the altitude up to which the compress-
or furnishes the full pressure is exceeded, the power of the
engine falls off in the same way as occurs with the ordin~y en-
gine at its start from the ground, The purpose of the compress-
or is to raise the flying altitude of the airplane. When the
flying is done at these altitudes, the loading of the en&ifie’5n
the vicinity of the altitude limit is exactly as high as with
the motor without compressor, only with the difference that the
airplane is now at a considerably higher altitude.

The power of an engine with compressor is also somewhat in-
creased by another cause, not involving a correspondingly in-
creased absolute piston pressure. The reduction in the pressure
of the outer air causes the exhaust back pressure to be dimin–
ished, the engine furthermore works under air pressure during
the suction stroke, thus converting the delivery of the compres-
sor into useful work. These two circumstances increase the use-
ful piston pressure, and consequently the power ou>put, at the’
altitude of 5,000 m. to the extent of almost one a~mosphere or
about 12.5$.

.
In order to calculate the power required for the super-

charger, Fig. 4 may be.used. As the superchargers are not cool-
ed and in consequence of their small.dimensions, mibstantial
losses in the clearance of the impellers, in the pressure com-
pensation, and in the st-~ffingboxes, must be taken into account,
with the result that the compression curve is a polytrope lying
above the adiabatic curbe. For the purpose of a general survey,
the compression ratios fox bo for the various altitudes are also
plotted. The values of b %ave been taken from Table 1. Fig.
4 also shows the expenditure of power for the adiabatical tom-
pression of 1 kg/see. of air having an initial temperature cor-
responding to the mean yearly temperatqye. tm.
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The out t of airplane engines &hen referred to the piston
displacementY am~ts, generally speaking, to from 1 to 1.1 hop.
per liter, the inducted weight of the air from 3.5 to 3.6 kg.
per h.p./hr. From this we get the expenditure of energy with ad-
iabatic compression of the fresh air in relation to the output
of the mngin~ at the various pressure ratios or altitudes. The
actual expenditure of energy is increased by the lo~ses in super-
charger and drive. Detailed tests with a supercharger built by
Brom, Boveri & Co. in Mannheim for 1100 to 1200 hp. eng~ne out–
put (that is, a delivery of about 4200 kg/hr. and a pressure ratio
of 1.2) had an efficiency of 65% referred to the adiabatic curve
and cofivertedto -15° initial temperature. With later models
68$ was attained, even with smaller quantities of air.

The addition of the presmre connection does not, for the
most part, require say substantial alteration of the engines, so +

‘ that their standardized producticm is not interrupted. The most
favorable engine for the purpose is the 26G hp. Daimler w@ne.
Its one piece carlm~etor and common air suction tube made possi-
ble the immediate attachment of pressure connection. It was on-
ly necessary to consider Whether it would be nore advantageous
to take the air from the atmosphere direct or through the engine
crankcase passage. With the 260 hp. Daimler enginethe air is
inducted through a ohannel under the crankcase, and Then through
a quarter bend to the carburetor in order that it will be heated
and that oil draining off into the oil sump will be cooled. The
temperature of the inducted air is raised 15° to 20° above the
temperature outside. This results in raising the final tempera-
ture of compression in the supercharger. As, with the super-
charger in operation, the air is more than Sufficiently heated
in consequence of the compression; even with the very lowest out-
side temperatures, it seems advisable to take it direot from the
atmosphere as is done with all other engines. With the 260 h,p.
Daimler engifiethis ~s however not possible at first because
tien tinemather was warm the air ourrent alone was not suffic-
ient for cooling the crankcase. The lubricating oil in it was
heated to between 85 and 95° C., became too thin, and did not
reach the piston pins. This ms remedied-by circulating the oil
thragh an oil cooler by meang of a gear puiipdriven from the cam
shaft by a flexible shaft, the cooler fmming a part of the en-
gine hcusing.

.
The air reaches the carburetor direct from the pressure con-

nection. The carburetor itself needs no alteration as long as
the ground level pressure to whioh it is adjusted is not ex-
ceeded to an appreciable extent. The space above the float, or
the float chamber overflow, also the container from which the car-
buretor directly receives the fuel, are to be connected with the
pressure pipe of the supercharger by a compensating tube, as the
same pressure must prevail above the float and in the fuel tank
as at the pressure connection of the supercharger. All the car-
buretor openings must be closed so that no leakage of fuel is
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is possible. A light detachable cap is fitted over the float
valve stem guicie. The ~guidesof the inlet valves are al%ys
sufficiently aizti~ht so that no speoial provision is necessaxy
at that point. In order to render back firing harmless it is
advisable to fit relief valves of generous size in the piping
between the pressure connection of the supercharger and the car-
buretor. The wall between the last two stages of the super-
charger is, above all, endangered during violent back fi.zing.

In the case of one common supercharger for several engines,
each efiginehas a connecting piece (Fig. 5) usually an ahmniki-
um casting with a large blow-off valve (a cap held in place by
several springs), a throttle valve for shutting cff the cernpress-
ed air (missing in Fig. 5), and an automatic air suction valve.
The suotion valve permits the intake of air direct from the at-
mosphere as long as the supercharger is not working; when, on
the contrary, the supercharger is furnishing air of higher pres-
sure than that outside, then the valve closes. The connecting
piece is connected to the float chamber by a pressure compensa-
tion tube. Special attention must be given to the fuel dis-
charge. The utmost care must be taken to prevent an overflow
of fuel at the nozzle from running into the tube connections
(tiich in giant airplanes are built into the iiftin~ surfaoes
and are of considerable len@h) as during back firing they might
explode and endangex the airplane. For this reason the connect-
ing piece is provided with a fuel drain oup having a drain cock
or small opening so that the misplaced fuel oan drain off. The
loss of air thus occasioned is unimportant. An open U tube
filled with mercury is the most suitable means for measuring the
pressure of the central superchargers. ti it is a millimeter
scale mhich shows the different pressures appertaining to the
various altitudes. For single superchargers on small airplanes,
lom pressure gauges are used, which show either the absolute
Pressure or the pressure in excess of the pressure wtside. In
the first case the pressure of the air in front of the carbure-
tor is always adjusted to one atmosphere. In the second case
the regulation for the various altitudes is according to a spec-
ial graduation of the altitude indicator.

With superchargers driven direot by the main engines, and
which always run at the full number of revolutions, the excess
Pressure at and near ground level (with the exception of the few
mm. excess pressure neoessary for the compensation of the power
consumed ~y~p?%c~~e~)~ust & destroyed by throttling, that
is, the delivery of an excess qp~tity of air must be prevented.
The most economical way is to fit the throttle in the super-
charger suction pipe as the supercharger will then deliver air
of less density. Furthermore, the so-called surging is avoided,
because behind the throttle expanded air completely fills the
vane spaces and the supercharger works at all altitudes under the
conditions for which it was designed, except for the temperature
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differences. The opening of the sliding throttle valve fcr hand
operation by Brovm, Boveri Co. (Fig. 6) is just large enaugh to
permit the passage of as much air as is reqpired by the engine
when running with its full number of revolutions at ground level.
The slide valve is operated by means of wires and a lever from
the pilotts seat. The lever is provided with a notched guide in-
dicating the various altitudes. For further certainty, the pilot
is furnished with one of the above-mentioned low pressure gaugee;
the hand of the same must indicate one atmosphere or else the
same altitude as the hand lever. ~ order to prevent the engine,
before it is running at full speed, from reoeiving too ~~h air
and therefore exploding or steUing, and for the purpose of re-
ducing the number of control levers, the throttles of the ~Wer-
charger md carburetor may be coupled in such a way that ~ first
only mixture is delivered. If the carburetor is quite open, and
the hand lever continues to be shifted, it will stay open and i%
till be possible to release more air at the supercharger. When
shutting off the process is reversed.

In place of apxration by hand, automatic regulation may be
substituted. This entirely relieves the pilot fra controlling
the supercharger. Several different forms of apparatus for this
WrPOse, whioh utilize the expansion of barometric cells under
the influence of the decreasing air pressure with increasing a}-
titude, have been proposed by the PropelZerb~ Lore~e~) ‘erl2n-
Neu-K&ln, and by Brown, B,overi& co., ~e~-

~en the supercharger is driven by a speoial engine, it is
Practical to make the rough adjustment of the number of revolu-
tions by throttling the mixture at the driving engfie and to make
the accurate adjustment by throttling the air at the supercharg-
er. Both t~ottling arrsmgements can be manipulated fran the pi-
lot’s seat, the revolution indicator of the supercharger eng~e
being also visible from the’pilotts seat. When idling the main
engines, the air withdram. from the supercharger is re~ce$h~-
most to the amount required for the supercharger engine.
load of the supercharger thus drops to about 1/3; in order to
Prevent the supercharger from running away it therefore must be
throttled at the same time as the main engines. The supercharg-
er engine is conneoted to the compressed air pipe in the same
way as the other engines.

With the use of a supercharger the fuel system usually under-
goes same alterations. Generally speaking, in an airpl~e~ ‘ue~
is fed from a gravity tank (its supply being received fr~ a
main tank), or with a fuel pump, the excess from whiah passes
back to the main tank through an excess pressure valve. The
placing of the main tank under pressure is avoided in ~onsidera-
tion of the weight and strength required (at 5 km. altztude the
container would be subjected to almost 1/2 atmosphere of excess
pressure) and also because of the danger of fire. In the simplest
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case (Fig. 7), the main tank itself is used as a
The required excess pressure on the fuel at the

carburetor is from 2 to 2.5 m. water column and is generated ‘~y
the static pressure of the high container. The float and float
chamber are subjected to the supercharger pressure, the mmement
of the float is thus independent of the supercharger pressure as-
long as the pressure compensation can take place fast enough.
For short compensation pipes (for small aircraft) 6 mm. bore is ‘
sufficient, for long ones (for giant airplanes) 8 to 10 mm.
Special care must be taken to make the pipes and connections ab-
solutely tight.

Fig. 8 shows the design of the fuel system when empl~ing a
pump, which qay be driven by.-th~e-~inq,~tsel~ or-by,~~~,”other
powe~ Nd which forces the ~el ~rbm the n@Q.@@.:0 ~Qe c=bu-
retor. If tlie””pumpdelivers more than-i~”ccnsumed, the ~eess
will return through the regulatir~ valve*) which is set for be-
tween 2 and 2.5 m. m.ter colum. In otideralso to render the
latter independent of the supercharger pressure; the m~rflo~
cup and the float chamber of the carburetor are connected by a
pressure compensation pipe. The main fuel tanks are subjected to
atmospheric pressure only. In order that no supercharger air
should reach the main tank, Q fi.oatvalve is inserted between
the overflow cup and the main tank. This float valve is also
connected with the pressure compensation pipes. Its manner of
action needs no explanation. The size of the float is dependent
upon the fact that the upward p~essure on t3*efloat v~lvemust
overcome the pressure difference acting on the shut-off valves,
the upper side of the latter being subjected to the supercharger
air pressure and its lower side to the tank pressure or cutside
pressure. The most common arrangement of the fuel system for
giant airplanes (Fig. S) is composed of the parts as described.
Igstead of the excess pressure valve, a drop t=k.iSuke@~’?ih~r$>
hqwever.

The airplane superchargers described below, and which were
in existence at the termination of the war, wre for the most
part first executions of the designs and doubtless leave room
for improvement with regard to weight and space req~iremsnts and
also with re~rd to many details.—

The first &ipercharge~/$fii~fkind,by @to Schwade & Co., Er-
furt (Figs. 10 to 20) was designed for direct coupling to a 260
hp. airplane engine and an output ofb;OOO kg. of air per hcur
with a maxkmum compression ratio of 1.52, ~ich corres-r

ponds to a constant engine output up <o an altitude of about 3.5

* The illustration shows the regulating valve by Be~ & COGS
Hannheim.

**”-
German Reichls patent applied for.
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km. It consists of fan adjacent chambers, The first of these
encloses the gear drive and each of the otlnerthree contains an
impeller with its corresponding diffuser. The chambers are a31
co-axial and combined into a single block without horizontal
joints, In assembling, an impeller and a housing are put in
place alternately and the lmmings are held together by scrsws
at the circumderences~ while the im~ellers are held on the shaft
by means of a nut at the thrust bearing. The chambers are made
of aluminum castings, The impellers of special steel. The driv-
ifig.ge,arhas $wo.o~positely located in~ermediat.egear sets mn-
ning on ball bearings over stationary studs. The impellers re-
volve at 10,500 r.p.m., the driving gear at 1400 r.p.m., and the
intermediate gears.at .3500r..p..m.,Withthe impeller dia@eter of
250 m., $he,~~ripheral speed ~ount$ to 140 m+ Per se~~d”
The ge,arwheels are made of chrcuzenidcel steel, case-hardened.
The pinion an the supercharger shaft is built Qltegz?l ti%h a
“8~@ coupling consisting of four bronze annulus sectors whioh are -
pressed against the coupling box by Centrifugal forc~” This
mupling is intended to facilitate the statiing of the “en@zie..and
to protect the driving gear from the violent acceleration shocks
‘*en starting, as the coupling dms not Connect the impellers Un-
til the engine has attained a speed of 600 r.p.m. For lubrication
of the driving gear the wheels are arranged to dip intO an Ofl
bath. F@re-2Q shows the supercharger, wits the carburetor
and float”chamber mounted on top as well as the pzessure compen-
sation pipe connecting the,flgqt.chamber.@th. t.he..dis@+a?.gecm- .
nection of the supercharger. The superch&rgerb.-~4@wwq.,air,fra
the bottom of the engine crankcase (which is thereby”cooled), =d
a throttle valve is Znserted in the air in,letto the supercharger
so that the pressure delivered by the latter can be regulated.
The omplete supercharger with connections as first executed
weighed 47.5 kg., and if we take into consideration that the
might of the 260 hp. engixxeis420 kg. and its output at 3.5
km. altitude is only 170 hp., and that the driving of the super-
charger requires 20 hp.; then the engine without supercharger
wCuld have a unit weight of 2.5 kg/h.p. at this altitude as COm-
pared to 1.95 kg/h.p. with supercharger. Superchargers of this
kind have been installed im A.E.G. airplanes (see Fig. 21).
They are also easil

7(see Figs. 22 to 24 .
combined with revolving cylinder engines,

In the latter case”,the supercharger
takes its air directly from the atmosphere and foroes i% into
the inlet pipevihich is conneoted to the tubular crankshaft.

The Brom, Boveri & Co. branch in Mannheim, who even be-
fore the war had kept in close touch with their parent house in
Switzerland with reference to the construction of turbo-com-
pressors, did-the most exhaustive work in connection with air-
plane superchargers. Their first model vms designed for the
1200 hp. power plants of the giant airplanes (Figs. 25 and 26)
and was driven by a Daimler airplane engine wbioh also received
its fresh air from the supercharger. With this plant the float
chamber of the carburetor of the drivingeng3.neis enclosed in a
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box, the latter being subject to siq~srchqrge~.pressure(see Fig.
.25),thus rendering the carburetor independent of the outside
pressure. At the suotion connection of the supercharge is fit-
ted a hand-controlled throttle device (see Fig. 26). The Stasken
giant airplanes were equipped with superchargers in the same man-
ner (see Fig. 27). In the middle of the piclnme may be seen the
air pipe leading to the supercharger engine and connected to the
box shaped enclosure of the carburetor. The throttle valve for
the mixture is hand-operated by means of a chain and sprocket
control from the pilotrs seat. Figure 28 shows the construction
of the superchargers used. In more recent examples of this sup-
ercharger (Fig. 29), the suction connection was removed to the
driving end so that the inccming stream of cold air might aid in
cooling the driving gear. l?urth~rmore,the compressed air con-
duits, which in the older types had already been divided at the
final cell, were, for better guidance of the air stream, now
connected to the hcusing by a practically tangential extension. ‘
This supercharger normally furnishes 4200 kg. of air per hr. at
0.52 atmosphere initial pressure and one atmosphere fi.na3.??res-
sure, the corresponding power consumption being 120 to 125 hp.
The speed of the driving engine is 1450 r.p.m., and that of
the supercharger shaft”6000 r,p.m.;;su~erohax~is of the 4 stage

ftype, the impeller diameter being 47o mm., t us the peripheral
speed is about 150 m/see. The housi~, drivi% gear case> inlet
l?iPeconnection, and diffuser vanes are all cast’of an aluminum
alloy. The impellers were made of special alloy steel having a
tensile strength of 81 kg/sq.mm. and an elongation of 15$. The
ends of the hollow shafts are made of chrome nickel steel tith
a tensile strength of 76 kg/sq.mm. and an elongation of 16.5$.
The gears and pinions are of chrome nickel steel from the Bis-
marck Works. The bearings at the rotor pinion are subject to
great stress and are roller bearings by the Norma Co. The gears
were executed with especial care.* The driving wheel has 54
teeth and the pinion 13 teeth with circular pitch of 4.05 n
and a face width ofp50 mm. When transmitting 125 hp., the teeth
are loaded to c == =113 kg/sq.cm.a. They are case-hardened
and ground on Maag machines. Oil is injected directly between
the teeth through two nozzles of 2 mm. diaeter, being cirQ-
latedby a gear pump driven from the small slow speed shaft.

o The supercharger is connected to the engine crankshaft by a
leather block joint (VoSth ooupling). The complete supercharger
with its drive weighs 145 kg. Tiiecoupling with a disk fly
wheel mounted thereon, Which has been found desirable in order
to secure a smoother operation and to proteot the driving gears
against the shooks of the engines, %ighs 20 kg.

.

Another supercharger, having a capacity of 1000 kg/hr. with
an initial pressure of 0.56 atmosphere and a final Pressure of
one atmosphere (Figs. 30 to 32), requires from 2S to 30 hp.
and is designed for direot connection to an engine of from 2@

* By the lsZahnradfabrikFriedrichshafen.n
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to 300 hp. at 1600 r.p.m. Its impellers make about 10,OCO r.p.m..
and have a diameter of 290 mm., giving a peripheral speed of 150@~
sec. The driving tieels have 82 and 13 teeth of 2.5 R circular
pitch and a face width of 25 mm. The dependence of the final
pressure upon the amount delivered at the different speeds is
shown in Figure 33.

The coupling (Figs. 34 to 36) ~s specially designed to meet
the objections of eilginemanufacturers to the direct attachment
of the superchargers. AS a matter of fact, the impeller of the
supercEargez represents, in spite of its small dimensions, a
gyrating mass which, in consequence of its great rotational ve-
locity, has approximately the same kinetic energy as that of the
airscrew at the other end of the crankshaft. It was therefore
feared that synchrcxmus vibrations might arise in consequence of
which the shaft might break. For the large.superchargershaving
their ohm engine the leather packing at the circumference of the
ooupling is probably sufficient, nevertheless it is also ad-~is~ ~
ble in this case to reduce %he vibrations by means of ‘aflywheel.

For superchargers for single angX%les,c~Plings with helical
springs were therefore used and which proved successful through-
out. In tests made with scribers mounted an:.theLcirctiferenCe
of the two disks, the deflection of the springs was obtained dur-
ing operation. Shocks were thereby noted corresponding to faur
times the normal torque, The disks sad the springs which trans-
mit the torque f~~m a Uiversal joint, so that the vibrations
of the entire supercharger in relation to the engine (which owing
to the intense vibrations of the engine and the light wooden
frame of an airplane are Unavoidable) may be taken oare Of.
The weight of the supercharger with driving gear is 54 kg., the
throttle arrangement (Fig. 6) weighs 4-1/2 kg., and the spring
coupling weighs 6 kg.

Brown, Boveri & co. (Mannheimbranch), also produced sUPer~
chargers for 350 hp. airplane an flnasand having a driving rat~o
of 1350 to 10,000 r.p.m. ?(Fig. 37 . The pressure pipe from the
supercharger was d~rected downward.a.ndconnected to an air GOOler
of aluminum, which was to be inserted between supercharger and
engine. Suction pressure p
delivered for various r.p.m.

in relation to the quantity of air
‘of the engine, with a constant fin-

al pressure p . one atmosphere -d constsat suction temperature
t = _150 c. 2
1

Tests to determine whether the installation of this cooling
apparatus resulted in an increase in engine output sufficient tO
justify the additional weight of from 10 to 15 kg. Were not COm-
pleted.

For the giant planes of 2800 to 2000 11.p.,yet another kl~d
of supercharger tith a special drive by a 160 hp. Daimler engine
had been almost completed, and also a special design of the 1200
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hp. supercharger with vertical shaft which was to be installed
in the 1000 hp. single screw airplane of the Linke Hoffman Works
of Breslau and dri.vondirect from a central power plant (see Figs.
39 and 40). The transiiissiongear between repeller shaft (540
r.p.m,) and supercharger shaft (6000 r.p.m.7 is built into the
housing of the central power plant.

The A.E.G. (Hennigsdorf) ws also successful with super-
chargers built in its twcb~ne faotory (Fig. 41). This super-
charger is driven through an autmatio centrifugal clutch of
Which one member is mounted on the end of the engine crankshaft.
This clutch engages mly When the engine speed exceeds 60;h;.p.m.
and then only by the friction C@ the grippi~~ surfaces.
latter were originally faced with Yerodo fiber, but as this mat-
erial is difficult to get in Germany, the clutch was converted
into a centrifugal type with rocker arms. Between the clutch ~
and the supercharger are inserted a pair of spur gears with a
ratio of 1 to 6.9. This-is followed by a small intermediate
shaft with a square block type universal joint, affording a cer-
tain amount of flexibility to take oare of slight changes of the
bearings and of the vibrations during flight. At the same time
this shaft forms a yielding member and a safeguard against frao-
ture, thus protecting the crankshaft in case of rapid acceleza~
tion or obstruction within the supercharger.

The three impellers run at 10,000 r,p,m. and consist of
steel disks with vanes riveted on, The diffuser case has a hor-
izontal joint through the center. The pressure ratio is 1.7 at
full speed which corresponds to a constant output of the engine
up to an altitude of 4 km. When attaching the supercharger to
the 260 hp. Da.imlerengine the usual suction elbowto the car-
buretor is replacedby a connection piece with automatic valve
and throttle valve. The air is drawn through the channel of the
crankcase and passes through the swinging valve (whioh opens au-
tomatically) directyy into the carburetor, tien the throttle
device in front of the supercharger is closed. Then the super%
oharger will be running light. If, on the other hand, the throt-
tle valve is opened the automatic valve will close and the air
passes to the engine through the supercharger. The swinging
valve can be adjusted to the variuus altitudes from the pilotls
seat by means of a Bowden wire; it can however also be automati-
cally controlled by means of a barometric cell.

The supercharger re uires about IQ ~rce~t of thesngine out-
put, and its weight is 58 kg., including pipes and coupling. In
the later models the coupling alone weighs 9 kg., and the weight
of the parts necessary for the installation attachment is also
9 kg.

The A.E.G. also made superchargers with separate drive fox
gi~nt ai~planes (Fig. 42).
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chargers
260 hp.
but full
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Siemens-Schuckert Works also built.a@ tested super-
Wnich had been designed for direct attachment to the
J)aiml.erengines, in combination with’their rotarymgh~~
flight trials were forestalled by the simim of the

Armistice. The main difference, as compared with-the-other mod-
els of superchargers, is that the spur wheel transmission gear ,
with intermediate tieel is fitted at the propeller end of the
crankshaft (see Fig. 43). The compressed air passes to the car-
buretor through a pressure pipe loaated outside of the fuselage.

J@t ahead of the carburetor is placed a change cmer valve,
which gives the pilot the choioe between taking air frcm the at-
mosphere through the channel in the crankcase, or compressed air
from the supercharger (see Fig. 44). The supercharger is a two
stage type and supplies anoincrease in pressure of 27% at ground
level (b 759 mm., t 19 C) when running at 6900 r.p.m. or a
peripheral speed of 145 m/see. The supercharger for the 115 h.p.
revolving cylinder engine (Fig. 45) is a 3 stage supercharger
and supplies an increase in pressure of 30~ at ground level when
running at 8600 r.p.m. The power conswption is 11.5 Q.p. for
6.5 cum. of air drawn in per minute. With its drive this super-
charger weighs 28 kg.

With engines of constant outpat the airscrew Problem became
one of special importance. With the decreasing density of the
air the thrust and the torque of the screw decrease alSO, BUt~
as the engine with supercharger retains its ground level power
output, the speed of the screw is excessively increased. For
adapting the power absorbing capacity of the propeller to the
density of the air there are varicus alternatives of which 3.cwhioh
have already applied will be mentioned here.

First:- BY changing the number of revolutions of the screwby
means of a variable speed gear, the engine driving two
sets of bevel gears df different diameters, whereby a
reduction in speed from 1400 r.p-m. to 900 or 1000 ~=P*m*
may be effected,

Second:- By varying the pitch. Several types of these screws
have been tested, but the only one that has aChallY
been used is that designed by prof. Reis=er, and man-
ufactured by both the Helix Propeller Works of Breslau
and the Hirth Experimental Construction Statial at
Cannstatt. This propeller has been installed ~i::e:wo
different models of the adjusting mechanism.
mounted on a hollow shaft are shifted by means of a rod
sliding through the shaft and connected to the blades
by a linkwork. 13Zades.mounted on the solid shafts are
shifted by moving a ring controlled by a bevel gear
mechanism and which is connected with the blades by tWO “
links. These propellers are nowalsc) arranged for SU-

.
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tomatic contrcl by means

Third:- 3y changing ‘Lhenumber of

of a centrifugal governor.

revolutions by regulating the
engine; For this an ordinary airscrew-is ~sed bu~
with a greater pitch than usual. As the power absorbed
“Dya propeller increases as the third power of its speed
of Tevolution, but decreases only as the first power
of the air density, at an altitude of about 6 km., at -
which the air density is only about 1/2 that at ground
level, the speed of revolutioriof ~Qg_propeller needs
to be increased in the ratio of 3~ 2 = 1.2599, or by
about 26X if its power absorbing capacity is to remain
the same at ground level.

With most airplane engines the power curve is rather flat
in the vicinity of the customary nw~bez of revolutions, below
which the torque increases w~th decreasing r.p.rn. With a given
sc~ew it is therefore possible to uaintain constant power frcm
the ground to an altitude of 6 km., if the speed is changed only
from 1200 to 15C0 r.p.m. By supplying air at slightly above sea
level pressure, m are able to overload the engine sometiat so
that the airplane can take off with the engine at 1300 instead
of 1200 r.p=m. Generally speaking, screws that are designed for .
an altitude of 3 km. with regard to density, n~ber of revolu- .
tions, and air speed, may be considered adapted for use on en-
gines with constant output up to an altitude of 5 km. Neverthe-
less, this is a compromise which involves the disadvantage that
within the increased engine speed,range there is likely to be a
critical speed of the engine at which the latter vibrates excess-
ively and causes break~e of fuel oil pipes or water pipes.

In order to better judge the superiority of an airplane
which is equipped with a supercharger, we refer to the following:

1) FlyiIw speed:- As the density of the air decreases the re-
sistance to an airplane diminishes, but so also does its carrying
capacity. With airplanes equipped with ordinary engines this
necessitates an increased angle of the wings, thereby increasing
the driving resistance. With constant engine power, it is POS- ●

sible to increase the speed as &it density decreases, thus main-
taining nearly a constant angle of incidence at increastig a-lti-
tudes. The velocity v at any gi~en altitude with the prevail-
ing air density y is v = V. A/IQ , in which To, Y. are the

Ycorresponding values at ground le el.

2) The climbing sPeed:– The climbing speed remains the same the-
oretically up to the altitude at which the engine still shows
its ground level power. From then on the rate of climb decreases
in proportion to the decrease in the density of the air in front
of the carburetor.

.
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3) Cei.linq:- The ceiling of the airplane continues to be raised
until the air in front of the carburetor furnished by the super-
charger has becoue rarefiea to an extent which wculd have served
to just barely sustain the airplane ‘withoutthe supercharger.

The foregoing considerations are applicable to air@anes
when making flights for the purpose of praotical comparism.
In Figure 46, as shown, the average ascension curves of a 1000
hp. giant airplane, with and without a supercharger, but with
approximately the same total weight. For the flight shown in
Figure 47 the additional output of the supercharged airplane
~S 130 kg., which corresponds to the additional weight of the
two superchargers with accessories. ‘

In this connection, the use of a gas turbine* for driving
the supercharger was also advocated. The gas turbine was to use
the exhaust gases of one or more main engines. Theoretically
there seems to be nothing to prevent this. The available energy
also appears tc be sufficient even with a turbine of moderate
efficiency. However, the additional weight and the lack of sim-
plicity of the engine plant of the airplane are disadvantageous.
Difficulties may also be expected from the back pressure on the
exhaust gases at the exhaust valves.

The use of a steam turbine instead of the gas turbine might
be considered. The heat of the exhaust gases wwld be suffic-
ient in this case also. But a suitable boiler and condenser are
lacking. The airplane supercharger is a child of the war. It
~s born of the u~~ent need of continually raising the ceiling
of the airplanes higher and ever higher, and of the necessity of
using ordinary airplane engines in so doing. These two condi-
tions are largely removed in peace thue. For peace time flying
altitudes of from 3 to 4 km. will suffice, and for these alti-
tudes the super-compression and super-dimension engine is suffic-
ient. There may however be a notable future for the blower or
supercharger with or without exhaust turbine for large engines**
in giant airplanes. We might also plan for the future a very
large seaplane with a tremendous speed, which would fly at great
altitudes for the pur--oseof utilizing the diminished air re-
sistance at suoh heights. With such a seaplane the pilot and
the engines would be in an. airtight compartment in which the air
Would be maintained at about ground level pressure. These air-
planes would be able to fly at altitudes of about 10 to 12 km.
and attain a speed of 250 km/hr. and over, so that they would be
able to make the trip from Ge~any to America in less than a day.

* 8ee *:Zeitschrift’r1919, 2.418, and “Luftpostfl1919,’Nos. 13
and 15.

** German Reichs patent No.204630 (A. Bkchi) r’Zeitschrtftf~r das
ges, Turbinenwessenll1909, p.313.
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StiMMARY.

Airplane superchargers and problems connected therewith
are discussed: Decrease of the density of the air with increas-
ing altitude, causes of the deorease in engine power with in-
creasing altitude, devices for maintaining constant engine power,
super-ccmpressiCm and super-dimension engines, the airplane sup-
ercharger, drive and control of the supercharger, the overload-
ing capacity of the engine by means of the supercharger} the
pressure compensations at the carburetor, and fuel systems.
Various superchargers ccnstrtictedby Sohwade, in Erfufi; Bro~,
Boveri & Co., in Mannheizn;the A.E.G. in Hennigsdorf; am the
Siemens Schuckert Werke in Siemenstadt, are dism+ssed, ?S are
also the airscrews with fixed pitch, airscrews with var~able
pitch, by Prof. Reissner, and closing with a consideration of
the teohnical aviation problems, planii,and prospects.

Translated by the Office of Naval Intelligence, Navy Department.
Checked by L.”.I!.Griffith, N.A.C.A.
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